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AUDIO/VISUAL ALARM SYSTEM

PART NUMBER: 01052155

phone: (713) 466-1449

email: customerservice@enconsafety.com

SPECIFICATION:

Encon Safety Products Audio/Visual Alarm System shall
provide alarm light and bell activation when a flow switch
connection provides electrical current when water flow is
present. The switch shall detect flow through the piping when
the emergency assembly is activated. The signal from the flow
switch is used to turn on an alarm light and bell. Switch is
remote alarm capable (RAC). Flow switch shall be Encon
Safety Products model 02100000.

SYSTEMS FEATURES:

ACTUATION DEVICE : Flow switch includes relay rated
@ 3 amps. 120 VAC, 60 Hz. Horizontal or vertical position
acceptable. 1 1/4” NPT connection.

ALARM LIGHT: Flashing red alarm light — 25 watt lamp.
AUDIBLE ALARM: Audio signal rated 85 dB @ 10’ (3.05
m).

REMOTE CAPABILITY: Spare contacts (N.O./N.C.)
included.

MOUNTING METHODS: Wall mount flange and pipe
mount brackets included. Includes 7’ (2.13 m) cord between
flow switch and light/bell.

ELECTRICAL CLASSIFICATION: NEMA 3 rated —
indoor and outdoor use. CSA Listed components.
ELECTRICAL CONNECTION: %” condiut
CAUTIONS AND WARNINGS: Unit should be tested
weekly per ANSI Z358.1 Standard (latest issue).

System shall be Encon Safety Products Model 01052155.
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